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Montesa has further expanded its range by releasing a 
completely new concept, the revolutionary 4Ride – the perfect package 

for both green lane venturing and the more challenging trials tracks.

Keeping the hallmarks of the long-time champion Cota models, 
Montesa has blended the latest technology in top quality, highly 

reliable parts with an outstanding all-purpose ease of use. 
The Montesa 4Ride is sleek, sporty and ready for adventure. 

The question is, are you?

Ever since its first appearance, the Montesa Cota 4RT model started 
a revolution in the world of trial riding, a discipline historically 
dominated by the characteristics of a 2-stroke engine. 

Working in close collaboration with Honda, Montesa developed
the Cota 4RT, an advanced trials motorcycle equipped with a 
compact and revolutionary 4-stroke, 4-valve engine featuring 
a PGM-FI electronic fuel injection system. 

The result was a highly effi cient machine with low emissions, 
yet producing signifi cant levels of power and torque. 
The innovations of the Cota 4RT are also apparent in 
its chassis, with the adoption of an aluminium frame 
and high quality suspension systems.

Montesa machines have always been recognised for their exclusive 
technological features, as well as for being models of superior quality 

and proven reliability - aspects that are clearly valued by Montesa fans.

Undisputed Champions of World Trials
20 CONSECUTIVE WORLD TITLES



Since its launch in 2014, the Cota 4RT260 has been continually enhanced 
year-on-year to fulfi l modern trials riders’ requirements, and this season is 
no exception. 

The biggest change is the aesthetics of the Cota 4RT260: the machine is 
no longer red. Instead, it is now an elegant white that combines perfectly 
with the red and blue details of the aluminium tank, giving the bike a 
much sportier look. These cosmetic changes are also featured on the 
TECH fork, which is now fi tted with a chromed tube and a black leg. 

The Race Replica also sports aesthetic changes, such as the location of 
the ‘M’ for Montesa, now at the rear part of the mudguard. This gives the 
machine more presence whilst keeping the authentic look of the world 
champion Repsol Honda Team machines ridden by Toni Bou, Takahisa 
Fujinami and Jaime Busto.

Both models keep the reliable 260cc four-stroke engine from last season’s 
models, which were improved with a noticeable increase in power thanks
to the adoption of a new fuel pump that gave the engine more fuel fl ow.

Beyond the aesthetic changes, both models also feature a longer starter 
pedal, like the one used on the Cota 300RR, making them easier to start 
with one kick. The Race Replica model continues to feature the premium 
front and rear SHOWA suspension systems, which are top of the line in the 
world of trial.

A revolution 
in the world of trialS

Cota 4RT260 Cota 4RT260 RACE REPLICA

Engine Type Liquid-cooled single cylinder 4-stroke 4-valve with SOHC

Displacement 258.9 cc 259.9 cc

Max Torque 23.1 Nm / 5,500 rpm

Fuel System PGM-Fi electronic fuel-injection

Fuel Capacity 1.9 litres

Clutch Type Wet, multi-plate with coil springs

Drivetrain Type 5-speed

Gear Ratios 2.800 (42/15)

2 2.384 (31/13)

3 2.000 (30/15)

4 1.272 (28/22)

5 0.814 (22/27)

Final Drive Roller chain #520

Chassis Type Diamond shape, aluminium twin spar

Wheelbase 1,321 mm

Dimensions 2,016 × 830 × 1,130 mm

Seat Height 650 mm

Footpeg Height 390 mm

Ground Clearance 335 mm

Dry Weight 73 kg 73.5 kg

Brakes 185 × 3.5 mm hydraulic disc with 
4-piston caliper & sintered metal pads

150 × 2.5 mm hydraulic disc with 
2-piston caliper & sintered metal pads

Rim Type Aluminium rim / spokes

Rim Size 21 × 1.60 

18 × 2.15

Suspension 39 mm TECH cartridge 
type telescopic fork with 
pre-load and rebound 
damping adjustment, 
175 mm axle travel

39 mm SHOWA cartridge type 
telescopic fork with pre-load, 
compression and rebound 
damping adjustment,
175 mm axle travel

Pro-Link R16V with adjustable 
pre-load and rebound damper, 
170 mm axle travel

Pro-Link SHOWA with 
adjustable pre-load and rebound 
damper, 170 mm axle travel

Front

Front

Front

Rear

Rear

Rear
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All specifi cations are provisional and subject to change without notice. The technical data given is general data (ED-type). 
Please speak to your Honda Dealer for local information.



The Cota 300RR is a machine made for racing, something that stands 
out even by its name: RR (Race Ready). The model was developed based 
on the proven experience inherited from racing models such as those 
used by Montesa’s riders in Trial Championships. In fact, the Cota 300RR 
is the mass produced model most similar to the factory prototypes used 
by Toni Bou, Takahisa Fujinami and Jaime Busto in competitions. 

This year, the Cota 300RR features new ECU maps that improve engine 
response – particularly in the low to mid ranges – especially important for 
trial riding. The engine response is also improved by a three-ringed piston 
– instead of two – which improves the seal in the combustion chamber 
and increases durability. The cylinder has also been redesigned with the 
new piston, making the engine more effi cient and more responsive overall.

Furthermore, with this years’ improvements, the Cota 300RR has 
become even closer to a true competition motorcycle. In other words, 
it’s an authentic racing model now available for brand followers.

Cota 300RR

Engine Type Liquid-cooled single cylinder 4-stroke 4-valve with SOHC

Displacement 288 cc

Fuel System PGM-Fi electronic fuel-injection

Fuel Capacity 1.9 litres

Clutch Type Wet, multi-plate with coil springs

Drivetrain Type 5-speed

Gear Ratios 2.800 (42/15)

2 2.384 (31/13)

3 2.000 (30/15)

4 1.272 (28/22)

5 0.814 (22/27)

Final Drive Roller chain #520

Chassis Type Diamond shape, aluminium twin spar

Wheelbase 1,321 mm

Dimensions 2,016 × 830 × 1,130 mm

Seat Height 650 mm

Footpeg Height 385 mm

Ground Clearance 335 mm

Dry Weight 72 kg

Brakes 185 × 3.5 mm hydraulic disc with 
4-piston caliper & sintered metal pads

150 × 2.5 mm hydraulic disc with 
2-piston caliper & sintered metal pads

Rim Type Aluminium rim / spokes

Rim Size 21 × 1.60 

18 × 2.15

Suspension 39 mm TECH telescopic fork with aluminium tubes and spring 
preload, compression and rebound adjustment. 167mm stroke.

Pro-Link system with SHOWA shock with spring preload and 
rebound adjustment. 170mm stroke.

Front

Front

Front

Rear

Rear

Rear
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AN Exclusive and unique 
race-oriented machine

All specifi cations are provisional and subject to change without notice. The technical data given is general data (ED-type). 
Please speak to your Honda Dealer for local information.



From its 4-stroke engine to its elevated seating, every single part of the 
Montesa 4Ride is built around 4 key elements – adventure, fun, freedom 
and versatility. This all highlights the fact that this machine can be ridden 
from home, along roads to favourite mountain trails.

The Montesa 4Ride lets you enjoy your environment in comfort and style. 
With a convenient storage space under the seat for your riding gear or 
bag, you’ll be prepared for every kind of adventure. With a seat height of 
885mm you’ll have a superior riding experience too. 

With wide gear ratios you’ll experience incredible performance on longer 
journeys, and thanks to a large-capacity fuel pump, you’ll get a fuller 
power curve. The road legal, go anywhere Dunlop D803GP tyres offer 
incredible grip, and at just 81kg, the machine is built for agility and speed. 
The fuel tank is 4.4 litres – giving you a range of up to 74 miles, so you 
can let your adventures take you wherever, whenever. 

MONTESA 4RIDE

Engine Type Liquid-cooled single cylinder 4-stroke 4-valve with SOHC

Displacement 258.9 cc

Fuel System PGM-Fi electronic fuel-injection

Fuel Capacity 4.4 litres

Clutch Type Wet, multi-plate with coil springs

Clutch System Hydraulic

Gearbox 5 speed

Frame Type Diamond shape, aluminium twin spar

Dimensions 2,034 × 832 × 1,160 mm

Seat Height 885 mm

Ground Clearance 330 mm

Dry Weight 81 kg

Brakes Front 185 × 3.5 mm hydraulic disc with 4-piston monoblock caliper

Rear 183 × 3.5 mm hydraulic disc with 2-piston caliper

Rim Type Aluminium rim / spokes

Rim Size  Front 21 × 1.60 

 Rear 18 × 2.15

Tyre Size  Front 80/100 R21 (Dunlop) 

 Rear 120/100 R18 (Dunlop)

Suspension Front 39 mm TECH telescopic fork with adjustable 
pre-load and rebound, 190 mm axle travel

Rear Pro-Link R16V with adjustable pre-load 
and rebound damper, 170 mm axle travel

 

A NEW OFF-ROAD CONCEPT
PURE ADVENTURE FROM THE WORD GO

MONTESA 4RIDE

All specifi cations are provisional and subject to change without notice. The technical data given is general data (ED-type). 
Please speak to your Honda Dealer for local information.



The specific details of this brochure do not apply to any particular product supplied 
or offered for sale. Manufacturers reserve the right to vary specifications, including 
colours, with or without notice at such times in such manner as deemed appropriate. 
Major as well as minor changes may be involved. Every effort, however, is made to 
ensure the accuracy of the particulars contained in this brochure. Consult your Dealer 
for details regarding the specifications of any featured product. This publication shall 
not constitute - under any circumstances whatsoever - an offer by the Company to 
any individual. All sales are made by the Distributor or Dealer subject to and with the 
benefit of the standard Conditions of Sale and Warranty provided by the Distributor 
or Dealer, copies of which may be obtained upon request. While efforts are made to 
ensure specification accuracy, brochures are prepared and printed several months 
in advance of distribution and consequently cannot always immediately reflect either 
changes in specification or in some isolated cases the provision of a particular feature. 
Customers are always advised to discuss specific details with the supplying Dealer, 
especially if a selection is dependent upon one of the features advertised.

RIDE WITH STYLE Read the owner’s manual thoroughly. Get to know your machine 
and its capabilities. Parents need to consider their youngster’s age, size, ability and 
maturity before allowing them to ride. Observe other riders’ movements and respect 
the environment. Always wear a helmet and quality protective clothing. Ride fit and 
NEVER after drinking alcohol. Action imagery within this brochure show professional 
riders in a controlled environment.

Honda Motor Europe sources 
paper responsibly from 
manufacturers within the EU.

Please don’t bin me.
Pass me on to a 
friend or recycle me.

Honda (UK) 
Cain Road, Bracknell, Berkshire, RG12 1HL, England
Honda Contact Centre Tel: 0845 200 8000
www.honda.co.uk
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Authorised Montesa Honda dealers

Colwyn Bay Motorcycles  
Colwyn Bay, Clwyd, LL29 8PU  01492 535959 

Craigs Motorcycles  
Dewsbury, West Yorkshire, WF13 1HX  01924 488117

Derbyshire Off Road Centre  
Buxton, Derbyshire, SK17 7LF  01298 214349 

Hertfordshire Motocross Centre  
Letchworth Garden City, Hertfordshire, SG6 1LH  01462 486580 

Kestrel Honda  
Coventry, West Midlands, CV6 4BH  02476 703900 

Marsh MX  
Merthyr Tydfill, Glamorgan, CF47 8PE  01685 385201 

Mickey Oates Motorcycles  
Port Dundas, Glasgow, Scotland, G4 9XP  0141 332 7374

Russells Motorcycles  
Carryduff, Belfast, N. Ireland, BT8 8AN  02890 817000

St Blazey Moto-X  
Par, Cornwall, PL24 2RN  01726 816181

Thunder Road Motorcycles  
Gloucester, Gloucestershire, GL2 5FD  01452 313131
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